DEAR CUSTOMER,
7KHRYHQLVH[FHSWLRQDOO\HDV\WRXVHDQGH[WUHPHO\HI¿FLHQW$IWHUUHDGLQJWKHLQVWUXFWLRQ
PDQXDORSHUDWLQJWKHRYHQZLOOEHHDV\
%HIRUHEHLQJSDFNDJHGDQGOHDYLQJWKHPDQXIDFWXUHUWKHRYHQZDVWKRURXJKO\FKHFNHGZLWK
UHJDUGWRVDIHW\DQGIXQFWLRQDOLW\
%HIRUHXVLQJWKHDSSOLDQFHSOHDVHUHDGWKHLQVWUXFWLRQPDQXDOFDUHIXOO\
%\IROORZLQJWKHVHLQVWUXFWLRQVFDUHIXOO\\RXZLOOEHDEOHWRDYRLGDQ\SUREOHPVLQXVLQJWKH
DSSOLDQFH
,WLVLPSRUWDQWWRNHHSWKHLQVWUXFWLRQPDQXDODQGVWRUHLWLQDVDIHSODFHVRWKDWLWFDQEH
FRQVXOWHGDWDQ\WLPH
,WLVQHFHVVDU\WRIROORZWKHLQVWUXFWLRQVLQWKHPDQXDOFDUHIXOO\LQRUGHUWRDYRLGSRVVLEOH
DFFLGHQWV

Caution!
'RQRWXVHWKHRYHQXQWLO\RXKDYHUHDGWKLVLQVWUXFWLRQPDQXDO
7KHRYHQLVLQWHQGHGIRUKRXVHKROGXVHRQO\
7KHPDQXIDFWXUHUUHVHUYHVWKHULJKWWRLQWURGXFHFKDQJHVZKLFKGRQRWDIIHFWWKH
RSHUDWLRQRIWKHDSSOLDQFH
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SAFETY INSTRUCTIONS

Warning: The appliance and its accessible parts become hot
during use. Care should be taken to avoid touching heating
elements. Children less than 8 years of age shall be kept
away unless continuously supervised.
This appliance can be used by children aged from 8 years
and above and persons with reduced physical, sensory or
mental capabilities or lack of experience and knowledge if
they have been given supervision or instruction concerning
use of the appliance in a safe way and understand the hazards involved. Children shall not play with the appliance.
Cleaning and user maintenance shall not be made by children without supervision.
During use the appliance becomes hot. Care should be taken
to avoid touching heating elements inside the oven.
Accessible parts may become hot during use. Young children
should be kept away.
Warning: Do not use harsh abrasive cleaners or sharp metal
scrapers to clean the oven door glass since they can scratch
the surface, which may result in shattering of the glass.
Warning: Ensure that the appliance is switched off before replacing the lamp to avoid the possibillity of electric shock.
You should not use steam cleaning devices to clean the
appliance.
Only use the meat probe recommended for this oven.
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SAFETY INSTRUCTIONS

Danger of burns! Hot steam may escape when you open the
oven door. Be careful when you open the oven door during
or after cooking. Do NOT lean over the door when you open
it. Please note that depending on the temperature the steam
can be invisible.

Ɣ (QVXUHWKDWVPDOOLWHPVRIKRXVHKROGHTXLSPHQWLQFOXGLQJFRQQHFWLRQOHDGVGR
QRWWRXFKWKHKRWRYHQDVWKHLQVXODWLRQPDWHULDORIWKLVHTXLSPHQWLVXVXDOO\QRW
resistant to high temperatures.
Ɣ 'RQRWOHDYHWKHRYHQXQDWWHQGHGZKHQIU\LQJ2LOVDQGIDWVPD\FDWFK¿UHGXH
to overheating or boiling over.
Ɣ 'RQRWSXWSDQVZHLJKLQJRYHUNJRQWKHRSHQHGGRRURIWKHRYHQ
Ɣ 'RQRWXVHKDUVKFOHDQLQJDJHQWVRUVKDUSPHWDOREMHFWVWRFOHDQWKHGRRUDVWKH\
can scratch the surface, which could then result in the glass cracking.
Ɣ 'RQRWXVHWKHRYHQLQWKHHYHQWRIDWHFKQLFDOIDXOW$Q\IDXOWVPXVWEH¿[HGE\
DQDSSURSULDWHO\TXDOL¿HGDQGDXWKRULVHGSHUVRQ
Ɣ ,QWKHHYHQWRIDQ\LQFLGHQWFDXVHGE\DWHFKQLFDOIDXOWGLVFRQQHFWWKHSRZHUDQG
report the fault to the service centre to be repaired.
Ɣ 7KHUXOHVDQGSURYLVLRQVFRQWDLQHGLQWKLVLQVWUXFWLRQPDQXDOVKRXOGEHVWULFWO\
observed. Do not allow anybody who is not familiar with the contents of this instruction manual to operate the oven.
Ɣ 7KHDSSOLDQFHKDVEHHQGHVLJQHGRQO\IRUFRRNLQJ$Q\RWKHUXVH IRUH[DPSOH
IRUKHDWLQJ GRHVQRWFRPSO\ZLWKLWVRSHUDWLQJSUR¿OHDQGPD\FDXVHGDQJHU
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HOW TO SAVE ENERGY
Using energy in a responsible way not only saves
money but also helps the
environment. So let’s save
energy! And this is how you
can do it:
z Do not uncover the pan too often
(a watched pot never boils!).
Do not open the oven door unnecessarily
often.
zOnly use the oven when cooking larger
dishes.
Meat of up to 1 kg can be prepared more
economically in a pan on the cooker hob.
z Make use of residual heat from the
oven.
If the cooking time is greater than 40 minutes
switch off the oven 10 minutes before the
end time.
Important! When using the timer,
set appropriately shorter cooking
times according to the dish being
prepared.

z Make sure the oven door is properly
closed.
Heat can leak through spillages on the door
seals. Clean up any spillages immediately.
z Do not install the cooker in the direct
vicinity of refrigerators/freezers.
Otherwise energy consumption increases
unnecessarily.
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DISPOSAL OF THE APPLIANCE

UNPACKING

Old appliances should not simply be disposed of with normal
household waste, but should
be delivered to a collection and
recycling centre for electric and
HOHFWURQLFHTXLSPHQW$V\PERO
shown on the product, the instruction manual or the packaging shows that it is suitable for recycling.

During transportation, protective packaging was used to
protect the appliance against
any damage. After unpacking, please dispose of all
elements of packaging in a
way that will not cause damage to the environment.
All materials used for packaging the appliance are environmentally friendly; they are
100% recyclable and are marked with the
appropriate symbol.

Materials used inside the appliance are
recyclable and are labelled with information
concerning this. By recycling materials or
other parts from used devices you are making
DVLJQL¿FDQWFRQWULEXWLRQWRWKHSURWHFWLRQRI
our environment.

Caution! During unpacking, the packaging materials (polythene bags, polystyrene
pieces, etc.) should be kept out of reach of
children.

Information on appropriate disposal centres
for used devices can be provided by your
local authority.
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DESCRIPTION OF THE APPLIANCE
Touch screen control panel
2Q2IIVZLWFK

&KLOG/RFN

%XLOWLQ/$1SRUW

Built-in USB connector

Oven door handle
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SPECIFICATIONS OF THE APPLIANCE
&RRNHU¿WWLQJV

*ULOOJUDWH
GU\LQJUDFN

%DNLQJWUD\

0HDWSUREH

5RDVWLQJWUD\

Wire shelf supports

*optional
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INSTALLATION
Installing the oven
z The kitchen area should be dry and aired
DQG HTXLSSHG ZLWK HI¿FLHQW YHQWLOODWLRQ
When installing the oven, easy access to
all control elements should be ensured.
z This is a Y–type design built–in oven,
which means that its back wall and one
side wall can be placed next to a high
piece of furniture or a wall. Coating or
YHQHHUXVHGRQ¿WWHGIXUQLWXUHPXVWEH
applied with a heat–resistant adhesive
(100°C). This prevents surface deformation or detachment of the coating.
z Hoods should be installed according to
the manufacturer’s instructions.
z Make an opening with the dimensions
given in the diagram for the oven to be
¿WWHG
z Make sure the mains plug is disconnected
and then connect the oven to the mains
supply.
z Insert the oven completely into the opening without allowing the four screws in the
places shown in the diagram to fall out.
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INSTALLATION
Adjust the position of the oven door
$GMXVWPHQWPHFKDQLVPDOORZV\RXWRFKDQJH
the height of right side of the oven door
as limited by its design. Oven door height
DGMXVWPHQWRQRQHVLGHDOORZV\RXWROHYHO
the door and align it with the control panel.
$GMXVWPHQWPHWKRG
zLoosen the nut [1] with size 13 open-end
wrench.
z8VHVL]H$OOHQNH\WRURWDWHDGMXVWPHQW
spindle [2] within 180° range to obtain the
correct door position. The door position
ZLOOEHDGMXVWHGLQWKHPPUDQJH
zTighten the lock nut [1] while holding the
DGMXVWPHQW VSLQGOH >@ LQ SRVLWLRQ XVLQJ
the Allen key.

1

2
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INSTALLATION
Electrical connection

230V 1N~

Warning: This appliance must be earthed.
The appliance must be installed by a competent electrician using a double pole control
unit of 16 ampere minimum capacity with
3mm minimum contact separation at all poles.

Neutral
(Black or Blue)
Earth
(Green/Yellow
or sleeving)

We recommend that the appliance is conQHFWHGE\DTXDOL¿HGHOHFWULFLDQZKRLVPHPber of the N.C.E.I.C. and who will comply with
the I.E.E. and local regulation.

Cable clamp

Live
(Red or Brown)

z Access to the main terminal is gained by
opening the terminal block cover at the
UHDU RI WKH DSSOLDQFH XVH D VPDOO ÀDW
bladed screwdriver).
z Connection shuld be made with 1,5mm2
twin and earth cable.
z First strip the wires, then push the cablethrough the cable clamp in the terminal
block cover.
z Connect the cable to the terminal block
and tighten the cable clamp screw (see
diagram).
z Close the terminal box, ensuring that the
cover is engaged on the locking tabs.

2
1
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INSTALLATION
Connect the oven to the Internet
z If wireless Internet access is available,
use the supplied wireless router. You
QHHG WR ¿UVW FRQQHFW WKH URXWHU WR \RXU
PC and connect it to an available wireless
network (you will need the name of the
local wireless network, its security mode
and password). For guidance use Chapter
5 „Client Mode” in the router’s operating
instructions.

To take advantage of the advanced oven
features, connect it to the Internet.
This can be done in two ways:

z If you can reach the oven with an Ethernet
cable terminated with RJ45 connector you
can plug it directly into a LAN socket at
the top of the oven body.

After initial setup of your wireless router,
you can connect it to the LAN port at the
top of the oven body. Note — your router
UHTXLUHVDVHSDUDWHSRZHUVXSSO\8VHD
power adapter that came with your router.
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OPERATION
There is a special application for PCs,
tablets and smartphones that will help you
XVHWKHDSSOLDQFHDQGXSGDWHLWV¿UPZDUH
Use the application to upload, modify and
manage recipes, photo albums, weather
settings, remote control settings and
\RXU KRPH DSSOLDQFH QHWZRUN VHWWLQJV
Communication between the application
and the oven can be performed via USB
memory stick, a local area network (recommended, default) or world wide web
IURPDQ\ZKHUH 

Before using the appliance for
WKH¿UVWWLPH
z
Remove packaging, clean the interior of
the oven,

z
Take out and wash the oven accessories
with warm water and a little washing-up
OLTXLG
z
Turn on the ventilation in the room or open
a window,

z
Heat up the oven (to a temperature of
250°C for approximately 30 minutes),
remove any stains and wipe the interior
carefully. (see section: Using the control
panel),

7KH DSSOLFDWLRQ VHWXS ¿OHV DUH LQFOXGHG
RQWKHHQFORVHG86%VWLFN
System Requirements:
:LQGRZVRUODWHU:LQGRZV,QVWDOOHU
of newer (for systems older than Windows
WREHGRZQORDGHGIURPKWWSZZZPLFURVRIWFRPSOSOGRZQORDGGHWDLOVDVS["
LG  

Important!
To clean the oven chamber use only
warm water and a small amount of
ZDVKLQJXSOLTXLG

Important!
7KH RYHQ LV HTXLSSHG ZLWK D WRXFK
screen display control panel. The control panel includes two touch sensors:
On/off sensor
Child Lock
To activate each touch sensor, touch
the glass above the sensor (indicated
by a pictogram). An acoustic signal
will be heard, which was selected in
the menu. (See section: 8VLQJ WKH
control panel),
Touch sensor surfaces must be
kept clean.
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The installation must be performed with
administrator rights (default for home
XVHUV 
The app will be available for Android, iOS
DQG26;

OPERATION
Using the control panel

The bottom widgets bar
1 %$&. - touch to go back to the previous
page/menu or up one level
2 &22.%22. - touch to open the cook book,
3 TIMER - touch to set the timer,
4 SHORTCUTS - touch to display the default
and user programmable shortcuts, as
shown below,
5 - ,1)250$7,21 - touch to display appliance specs and information,
6 )5((=( - touch to freeze the touch screen
display if you want to wipe it clean during
the appliance operation
7 2.67$57 - touch to start/stop a function
RUFRQ¿UPDVHWWLQJ

7KHQRWL¿FDWLRQVEDU

7KH QRWL¿FDWLRQV EDU VKRZV WKH IROORZLQJ
information:
- child lock symbol,
- the remote control symbol,
VHYHQQRWL¿FDWLRQLFRQV
- The current time.
1RWL¿FDWLRQLFRQVDUHDOZD\VGLVSOD\HGQHDU
the current time. If there are icons displayed
on positions 2, 3, and 4, and during the appliance operation icon on position 3 disappears,
then icon on position 2 will move to position 3.
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Weather forecast
If you activate “Weather forecast in clock
mode” (default), then current weather pictogram will be presented on the clock screen.
Use the PC/SF application to set the weather
forecast location – the default is the capitol
city of the region selected.

OPERATION
Drop-down widget menu
Touch the
the menu.

When you select the Grill Heating Function
for a shortcut, touch the symbol to save it.

symbol on the screen to expand

The bottom bar will show the “Back” and
“Bluetooth.” symbols Default shortcuts shown
in the top row: Heating Functions, Pre-set
Programmes, User programmes, Update,
Apps, Search, Device list.There are blank
placeholders in the second row may be popuODWHGZLWKQHZXVHUGH¿QHGVKRUWFXWVVXFK
as sub-menu, pre-set or user programme
shortcuts. To edit, touch and hold an empty
placeholder 3 seconds.
Touch the icon to open the corresponding
menu.
You can choose one of the three sub-menus
— Heating Functions, Pre-set programmes,
User Programmes.

When you select the Poultry Pre-Set prosymbol
gramme for a shortcut, touch the
to save it.
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Once your choice is saved, the new shortcut
populates the selected placeholder in the
menu.

OPERATION
Firmware Update Widget.

The List of Appliances widget

When an Internet connection is detected, the
appliance will attempt once a day to contact
the update server and download the latest
¿UPZDUHYHUVLRQ LIDYDLODEOH ,IDQ,QWHUQHW
connection is not available or there is no
QHZHU ¿UPZDUH YHUVLRQ WKH ZLGJHW LV GLVSOD\HGLQJUH\7RXFKLWWRJRWRWKH³¿UPZDUH
update” menu item.

Touch the widget pictogram to view the list of
home appliance on the network. The status of
a washing machine, dishwasher, cooker and
the hood is displayed on the bottom bar, while
above it there is a list of remotely controlled
power sockets. Displayed for each socket
is the measured voltage, current power
consumption and the button to switch off the
socket remotely. Each power socket may be
given its own name (lamp, iron, toaster, PC).
This can be done by using the application.

,I D ¿UPZDUH XSGDWH LV VWRUHG LQ DSSOLDQFH
memory, the widget pictogram is red, and the
arrow pointing at the widgets menu shows
an envelope.
Touch the red widget pictogram and you will
EHDVNHGWRFRQ¿UP\RXZDQWWRXSGDWH\RXU
RYHQ 2QFH FRQ¿UPHG RYHQ ¿UPZDUH ZLOO
be updated.
App Widget.
:KHQXVHGIRUWKH¿UVWWLPHWKHGHYLFHUXQning the app (PC, smartphone, tablet) automatically connects to the oven found on the
same local network.

Standby
No information is displayed in standby mode.
Power on touch sensor is clearly marked.
Touch on/off sensor to enter the operating
mode.
There is a power saving mode option in the
menu and it is turned on by default. Touch on/
off to enter the standby mode. You can turn
off this feature. Then when you touch on/off
the oven turns off and shows clock/weather/
slide show depending on other settings.

The app can connect to a maximum of 8
home appliances. Important — the app and
the home appliance must be on the same
local network.
Touch the widget pictogram to view the List
of connected apps.
Search Widget
Use this feature to connect the oven to other
home appliance such as a hob, cooker hood,
or remotely controlled socket. In order to
connect the oven to another home appliance
\RXPXVW¿UVWVHOHFWFRQQHFWLQJPRGHLQWKH
appliance and then touch the search widget
pictogram.
7KHSLFWRJUDPÀDVKHVZKHQVHDUFKLQJDQG
turns green when a new appliance is found
and connected or red the search fails.
Important — add appliance one by one.
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OPERATION
Select Language

Set current time

After connecting the appliance to the mains,
the user is prompted to select the menu
language.

Once your preferred language is set you
now need to confirm the current time by
touching OK or set the time using the slider
RUWKHVRIWNH\V7RXFK2.WRFRQ¿UPWKH
current time.

Select your preferred language from the rotatLQJFDURXVHOGLVSOD\E\VZLSLQJ\RXU¿QJHUOHIW
or right across the screen. Stop the carousel
DQGWRXFKWKHFKRVHQFRXQWU\ÀDJDQGWRXFK
OK to select the menu language.
After a power outage (or when the mains
power is cut and restored), the appliance
remembers the last language setting.

Time can be set in the range from 0:00 to
23:59 for 24-hour clock system or from 0:00
to 12:00 for the 12-hour clock system.
When current time is set, the appliance displays the current time.
in standby to display current time.
Touch
Touch the screen anywhere to activate the
appliance and display the main menu. Rotate
the carousel and select the Settings and then
Time. Touch the icon on the front position
GLUHFWO\RUWRXFK2.WRFRQ¿UP\RXUVHOHFWLRQ
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OPERATION
Set the current date

Main Menu

Stop the carousel and touch a menu item to
enter the submenu. Another way to select the
Settings menu item is to touch OK when the
carousel has stopped.

Touch

in standby to display current time.

Touch the screen anywhere to activate the
appliance and display the main menu.

:KHQVHWWLQJWKHGDWH\RX¿UVWVHWWKH\HDU
(highlighted in black), then months and days.
Touch +/- soft keys or use the slider bar to set
the year. When the desired year is set, touch
the month, at which point it becomes active,
while the year and day are inactive. When the
desired month is set, touch the day, at which
point it becomes active, while the year and
PRQWKDUHLQDFWLYH7RXFK2.WRFRQ¿UPWKH
current date. When the date is set, the appliance displays current time.
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Select the desired main menu item from the
rotating carousel display by swiping your
¿QJHUOHIWRUULJKWDFURVVWKHVFUHHQ6WRSWKH
carousel and touch the chosen menu item
to enter the submenu. Another way to select
the main menu item is to touch OK when the
carousel is stopped.
If you do not take any action within 60 seconds, the appliance will display the current
time. Touch the BACK icon
to exit the Main
Menu and display the current time.
The following main menu items are available:
- setup,
- heating functions,
- preset programmes,
- user programmes,
- cookbook,
- cleaning,
- slideshow.

OPERATION
Main Menu \ Settings
Stop the carousel and touch the Settings
menu item to enter the submenu. Another
way to select the Settings menu item is to
touch OK when the carousel has stopped.
The following Settings menu items are available:
- language,
- time
- lighting,
- sound,
- themes,
- brightness,
- display brightness,
- weather forecast
¿UPZDUHXSGDWH
- service,
- special settings.
6ZLSH\RXU¿QJHUDFURVVWKHVFUHHQWRURWDWH
the menu items. Stop the carousel and touch
the chosen menu item to enter the submenu.
Another way to select the chosen menu item
is to touch OK when the carousel is stopped.
If you do not take any action within 60 seconds, the appliance will display the current
to exit the
time. Touch the BACK icon
Settings menu to the main menu and then
display the current time.

The following language menu items are
available:
- Deutsch,
- English,
- Polski,
ɉRS\FFɤɢ
ýHVN\
- Srpski,
- Lietuviškai,
- Eesti,
- Latviski,
- Français,
- Español,
- Türkçe,
- Svenska,
- Norsk,
- Suomi,
- Dansk,
- Italiano,
- Nederlands.
For details on how to select the menu language, please refer to the 6HOHFWODQJXDJH
section.
If you do not take any action within 60 seconds, the appliance will display the current
to exit from
time. Touch the BACK icon
the Language menu to the Settings menu, the
Main Menu and then display the current time.
Main Menu \ Settings \ Time
Stop the carousel and touch the Time menu
item to enter the submenu. Another way to
select the Settings menu item is to touch OK
when the carousel has stopped.
The following Time menu items are available:
- date,
- current time,
- kitchen timer,

Main Menu \ Settings \ Language
Stop the carousel and touch the Language
menu item to enter the submenu. Another
way to select the Settings menu item is to
touch OK when the carousel has stopped.
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OPERATION
Setting Duration (for a heating function)

- clock type,
- time format.
6ZLSH\RXU¿QJHUDFURVVWKHVFUHHQWRURWDWH
the menu items. Stop the carousel and touch
the chosen menu item to enter the submenu.
Another way to select the chosen menu item
is to touch OK when the carousel is stopped.
If you do not take any action within 60 seconds, the appliance will display the current
time. Touch the BACK icon
to exit from
the Time menu to the Settings menu, the
Main Menu and then display the current time.

When you select any heating function the
display will look as shown below (before
setting the Duration or End time) - the screen
is dimmed.

If you do not start the programme or modify
the Duration setting within 60 seconds, the
appliance will display the current time. Touch
to exit the current screen.
the BACK icon
When you start the programme the START
icon is replaced with the STOP icon.
Touch the screen within the box to set Duration. This will bring up the Duration screen,
as shown below.
 V\PERO ZLOO ÀDVK LQ WKH WRS ULJKW
The
corner.

Main Menu \ Settings \ Date
For details on how to set current date, please
refer to the Set the current date section.
Main Menu \ Settings \ Time / current time
For details on how to set current time, please
refer to the Set the current time section.

If you do not set or accept Duration within 10
seconds, the selected heating function screen
to exit the Time
will be displayed. Touch
setting screen at any time.
Touch +/- soft keys or use the slider bar to set
WKHUHTXLUHG'XUDWLRQ7RXFK2.WRFRQ¿UP
the Duration setting. The Duration setting
screen will close. The
icon will be shown
LQWKHXSSHUFRUQHURQWKHQRWL¿FDWLRQ
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OPERATION
bar. The appliance will show time countdown
and the animated red progress bar below
End Time.

Set Duration and End Time (for a heating
function)
A) Set the Duration.
For more details on how to Set the Duration,
please refer to the Set the Duration (for the
KHDWLQJIXQFWLRQ section.

Once the Duration has elapsed, an acoustic signal is sounded (2 beeps / pause / 2
EHHSV DQGWKHGLVSOD\EDFNOLJKWLVÀDVKLQJ
The acoustic signal is repeated every 3 secLFRQLVÀDVKLQJDVZHOO7KH
onds. The
maximum duration of an acoustic signal is
5 minutes.
Touch OK or any place on the screen to
acknowledge and mute the acoustic signal.
Afterwards the appliance will display the
inactive Duration screen. If you do not start
the programme again within 60 seconds, the
appliance will display the current time.

B) Set the End Time.
To set the End Time, Duration must be set on
the Duration setting screen. The
symbol
will be displayed.
Touch
to edit End Time. The
symbol
ZLOOÀDVK,IWKHXVHUWDNHVQRDFWLRQZLWKLQ
10 seconds, the selected heating function
screen will be displayed with the previously
set Duration
again while
LVVWLOOÀDVKLQJ<RX
Touch
will now be able to set End Time. The
V\PERO VWRSV ÀDVKLQJ DQG WKH
symbol
VWDUWV WR ÀDVK  ,I WKH XVHU WDNHV QR DFWLRQ
within 10 seconds, the selected heating
function screen will be displayed with the
previously set Duration
Touch +/- soft keys or use the slider bar to set
WKHUHTXLUHG(QG7LPH7RXFK2.WRFRQ¿UP
the End Time setting.
The End Time
setting screen will close. The Timer setting
and
screen will be displayed. The
V\PEROVZLOOEHVKRZQRQWKHQRWL¿FDWLRQEDU
The time remaining to start is shown on the
animated progress bar.
This is shown on the on the animated progress bar below the time.
If the user takes no action within 60 seconds,
the appliance will display the current time (the
settings are retained). On the current time
screen, the End Time
and Duration
LFRQVDUHVKRZQRQWKHQRWL¿FDWLRQEDU%RWK
LFRQVÀDVKXQWLOWKHRYHQSURJUDPPHLVVWDUWed. When you touch the screen anywhere the
appliance will display the last edited settings.
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OPERATION
Main Menu \ Settings \ Time \ Timer
C) Appliance operation in selected mode
When the current time reaches the start time,
the appliance will start the selected heating
function. The display will show the Duration
screen. When the programme is started the
icon is extinguished and the
icon
continues to be displayed. Once the Duration
has elapsed, an acoustic signal is sounded
DQG WKH GLVSOD\ EDFNOLJKW LV ÀDVKLQJ 7KH
LFRQLVÀDVKLQJDVZHOO7KHPD[LPXP
duration of an acoustic signal is 5 minutes.
Touch OK or any place on the screen to
acknowledge and mute the acoustic signal.
Afterwards the appliance will display the inactive Duration screen and the START button
will be displayed.
If you do not start the programme again within
60 seconds, the appliance will display the
current time.

Stop the carousel and touch the Timer menu
item to enter the submenu. Another way to
select the Timer menu item is to touch OK
when the carousel has stopped.
This will bring up the Duration screen, as
shown below.

If you do not set or accept Duration within 10
seconds, the Timer screen will be displayed.
to exit the Timer
Touch the BACK icon
menu.
Touch +/- soft keys or use the slider bar to set
WKHUHTXLUHG'XUDWLRQ7RXFK2.WRFRQ¿UP
the Duration setting.
The Duration
setting screen will close. The Timer setting
screen will be displayed.
Touch OK to start the countdown of the preset
Duration.
If you do not start the countdown or modify the Duration setting within
60 seconds, the appliance will display the
to exit
current time. Touch the BACK icon
the current screen. When the countdown is
started the START button is replaced with the
STOP button. The appliance will show time
countdown and the animated red progress
bar below End Time.
Once the Duration has elapsed, an acoustic
signal is sounded and the display backlight
is flashing. The maximum duration of an
acoustic signal is 5 minutes.
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OPERATION
Touch OK to acknowledge and mute the
acoustic signal. Afterwards the appliance
will display the Duration screen. If you do not
set the Duration or does not restart the Timer
within 5 seconds, the appliance will display
the current time.

Menu \ Setup \ Time \ Clock type
Stop the carousel and touch the Clock Type
menu item to enter the submenu. Another
way to select the Clock Type menu item is to
touch OK when the carousel has stopped.
The following Clock Type menu items are
available:
- standard,
- digital,
- analogue.

The kitchen timer is also available as an icon
on the bottom bar.

Touch the chosen Clock Type to select it. The
selected Clock Type is highlighted in red.
7RXFK2.WRFRQ¿UP\RXUVHOHFWLRQ
The selected clock will now appear in the
upper right corner of the display and when
current time is displayed.
If you do not take any action within 60 seconds, the appliance will display the current
to exit from the
time. Touch the BACK icon
Clock Type menu to the Settings menu, the
Main Menu and then display the current time.
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OPERATION
Main Menu \ Setup \ Time \ Time Format

Menu \ Setup \ Lighting

Stop the carousel and touch the Time Format
menu item to enter the submenu. Another
way to select the Clock Type menu item is to
touch OK when the carousel has stopped.
The following time format menu items are
available:
- 24h,
- am/pm.

Stop the carousel and touch the Lighting
menu item to enter the submenu. Another
way to select the Lighting menu item is to
touch OK when the carousel has stopped.
The following Lighting menu items are available:
- oven lighting,
- handle backlight.

Touch the chosen Time Format to select it.
The selected Time Format is highlighted in
UHG7RXFK2.WRFRQ¿UP\RXUVHOHFWLRQ
The time will now appear in the selected time
format in the upper right corner of the display
and when current time is displayed.
If you do not take any action within 60 seconds, the appliance will display the current
to exit from the
time. Touch the BACK icon
Clock Type menu to the Settings menu, the
Main Menu and then display the current time.

Touch the chosen lighting to select it. The
selected lighting is highlighted in red. Touch
2.WRFRQ¿UP\RXUVHOHFWLRQ
If you do not take any action within 60 seconds, the appliance will display the current
to exit from
time. Touch the BACK icon
the Lighting menu to the Settings menu, the
Main Menu and then display the current time.
Access the oven lighting menu to select
continuous or Eco mode.
Continuous Mode
When continuous lighting mode is selected,
the light will be on continuously during the
programme (heating function) or when the
oven door is opened. When you open the
oven door, the light will turn on for 10 minutes
and then turn off. To turn on the light again you
need to close and re-open the door.
Eco Mode
When ECO mode is selected, the light will be
on for 30 seconds from starting a programme
(heating function) and then the light is turned
off. Touch the light symbol to turn the light
back on during oven operation. Light will be
turned off again after 30 seconds of touching
WKH VHQVRU ¿HOG :KHQ \RX RSHQ WKH RYHQ
door, the light will turn on for 10 minutes and
then turn off. To turn on the light again you
need to close and re-open the door.
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OPERATION
Main Menu \ Settings \ Sound
Access handle backlight menu to select residual heat mode or decorative mode

Stop the carousel and touch the Sound menu
item to enter the submenu. Another way to
select the Sounds menu item is to touch OK
when the carousel has stopped.
The following Sounds menu items are available:
- Menu sound,
- Programme end sound,
- Oven pre-heat end sound
- Volume.

Decorative mode
Activate the decorative mode to use the backlit oven door handle as a decorative element.
Residual heat mode
Oven door handle provides an additional
residual heat indication — the handle lights
up when the heating function is activated and
it goes out when the oven has cooled down.

6ZLSH\RXU¿QJHUDFURVVWKHVFUHHQWRURWDWH
the menu items.
Touch the chosen Sound to select it. The
selected Sound is highlighted in red. Touch
2.WRFRQ¿UP\RXUVHOHFWLRQ
If you do not take any action within 60 seconds, the appliance will display the current
to exit from
time. Touch the BACK icon
the Sounds menu to the Settings menu, the
Main Menu and then display the current time.

<RXFDQDGMXVWKDQGOHEULJKWQHVVLQWKH6HWtings \ Brightness menu.
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OPERATION
Main Menu \ Settings \ Sound \ Menu
Sound

Main Menu \ Settings \ Sounds \ Oven Preheat End Sound

Stop the carousel and touch the Sounds
menu item to enter the submenu. Another
way to select a menu item is to touch OK
when the carousel has stopped.
The following Sounds menu items are available:
- Sound 1
- Sound 2
- Sound 3
- Sound 4
- Sound 5

Select the sound in the same way as described in the previous section.
Main Menu \ Settings \ Sound \ Volume
Stop the carousel and touch the Volume
menu item to enter the Volume setting screen.
Another way to select a menu item is to touch
OK when the carousel has stopped.
This will bring up the Volume screen.
If you do not set or accept the Volume within
10 seconds, the Volume menu screen will be
to exit the
displayed. Touch the BACK icon
Volume setting screen.

6ZLSH\RXU¿QJHUDFURVVWKHVFUHHQWRURWDWH
the menu items.
Touch the chosen Sound to select it. The
selected Sound is highlighted in red. Touch
2.WRFRQ¿UP\RXUVHOHFWLRQ
If you do not take any action within 60 seconds, the appliance will display the current
to exit from
time. Touch the BACK icon
the Sounds menu to the Settings menu, the
Main Menu and then display the current time.
Main Menu \ Settings \ Sounds \ End
Sound
Select the sound in the same way as described in the previous section.
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Touch +/- soft keys or use the slider bar to set
WKHUHTXLUHG9ROXPH7RXFK2.WRFRQ¿UPWKH
desired Volume setting.

OPERATION
Main Menu \ Settings \ Themes

Main Menu \ Settings \ Brightness

Stop the carousel and touch the Themes
menu item to enter the submenu. Another
way to select a menu item is to touch OK
when the carousel has stopped.
The following Themes menu items are available:
- Theme 1
- Theme 2
- Theme 3

Main Menu \ Settings \ Brightness
Stop the carousel and touch the Brightness
menu item to enter the submenu. Another
way to select a menu item is to touch OK
when the carousel has stopped. There are
two items in the Brightness menu — Display
Brightness and Handle Brightness. Touch
Display Brightness to enter a submenu:
- Clock mode display brightness
- Cook mode display brightness
- Slide show brightness
Touch the chosen menu item to select it.
This will bring up the Brightness setting
screen, as shown below.

6ZLSH\RXU¿QJHUDFURVVWKHVFUHHQWRURWDWH
the menu items.
Touch the chosen Theme to select it. The
selected Theme is highlighted in red. Touch
2.WRFRQ¿UP\RXUVHOHFWLRQ
The selection is stored by the appliance and
upper level menu is automatically displayed.
The selected theme will now be applied to
all screens.
If you do not take any action within 60 seconds, the appliance will display the current
time. Touch the BACK icon
to exit from
the Themes menu to the Settings menu, the
Main Menu and then display the current time.
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Touch +/- soft keys or use the slider bar to
VHWWKHUHTXLUHG%ULJKWQHVV7KHEULJKWQHVV
FDQEHDGMXVWHGLQWKHUDQJHDW
VWHSV7RXFK2.WRFRQ¿UPWKHGHVLUHG%ULJKWness setting.

OPERATION
Main Menu \ Settings \ Weather

Main Menu \ Settings \ Firmware update

Stop the carousel and touch the Weather
menu item to enter the submenu. Another
way to select a menu item is to touch OK
when the carousel has stopped. When you
make you selection you will see the prompt
“Display weather in clock mode?” YES/NO
Touch YES to display weather forecast at
the top right corner of clock screen. Touch
2.WRFRQ¿UP\RXUVHOHFWLRQ2QFHFRQ¿UPHG
weather forecast will be shown in clock mode.
If you do not take any action within 60 seconds, the appliance will display the current
time. Touch the BACK icon
to exit from
the Weather menu to the Settings menu, the
Main Menu and then display the current time.

Stop the carousel and touch the Firmware
update menu item to enter the submenu.
Another way to select the Firmware update
menu item is to touch OK when the carousel
has stopped.
You can perform Firmware update using
86%VWLFN,QRUGHUWRXSGDWH¿UPZDUHIROlow the instructions presented on the oven
VFUHHQDQGWKH¿UPZDUHXSGDWHDSSOLFDWLRQ
on your PC.
Note ²WRXSGDWHRYHQ¿UPZDUHLQWKLVPRGH
you will need the USB stick provided with
your oven and a PC connected to the Internet
HTXLSSHGZLWKD86%SRUW
Note²¿UPZDUHXSGDWHE\86%LVDQDX[iliary procedure, it is recommended that you
update directly via LAN.
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OPERATION
Main Menu \ Settings \ Service
Stop the carousel and touch the Service
menu item to enter the submenu. Another
way to select a menu item is to touch OK
when the carousel has stopped.
Possible error messages:
- No errors
- E0 - temperature sensor error
- E1 - meat probe sensor error
- E2 - steam generator sensor error
If the appliance detects an error, its code will
be displayed as shown above.
If the E0 error is detected by the appliance,
it is not possible to use the product and the
Service Message screen is displayed continuously.
After the Service Message is displayed for
10 seconds, the appliance shows the current
icon to exit
time. Touch OK or the BACK
the Service Message screen and display
current time.
Any other use, such as navigating the menus
or selecting any options or settings, is not
possible. The Service Message screen is
always displayed. Normal operation of the
appliance will be restored once the fault is
repaired.
If the E1 error is detected by the appliance,
meat probe can't be used in any programme.
If an attempt is made to select a programme
where the meat probe is used, the appliance
will display Service Message screen showing
E1 error and its brief description. You can continue to use the appliance on the programs
GRQRWUHTXLUHWKHPHDWSUREH7RXFK2.WR
acknowledge the Service Message screen
and exit to main menu.
If no sensor is touched within 10 seconds
when the E1 error Service Message screen
is displayed, the appliance will automatically
enter the standby mode. Normal operation of
the appliance will be restored once the fault
is repaired.
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OPERATION
Main Menu \ Settings \ Special Settings
Stop the carousel and touch the Special
Settings menu item to enter the submenu.
Another way to select a menu item is to touch
OK when the carousel has stopped.
The following Special Settings menu items
are available:
- factory settings,
- Eco mode,
- Remote control.
Touch factory settings menu to restore the
default factory settings. The selected symbol
LV KLJKOLJKWHG LQ UHG 7RXFK 2. WR FRQ¿UP
your selection. The following settings will be
restored.
Factory settings:
- Clock type: Flip Card
- time format: 24h,
- Lighting: Continuous
- Menu sound: Sound 1
- Programme end sound: Sound 1
- Oven Pre-heat End sound: Sound 1
- Volume: 20%
- Themes: Theme 1
- Clock brightness: 30%,
- Cook mode display brightness: 80%,
- Slide show brightness: 80%.
Select Eco menu to activate or deactivate the
Eco mode. The selected symbol is highlighted
LQUHG7RXFK2.WRFRQ¿UP\RXUVHOHFWLRQ
After about 5 minutes of inactivity the appliance turns off.
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Touch the Remote Control menu item to enable or disable remote control. The selected
symbol is highlighted in red. Touch OK to
FRQ¿UP\RXUVHOHFWLRQ
When remote control is disabled, the oven
will not communicate with the PC application
over the internet. When remote control is
symbol is displayed in clock
enabled the
and cooking mode. You are able to control
the oven remotely.
When the oven is controlled remotely, the
symbol is red. When remote control is enabled but not used, the symbol is grey. The
symbol is not displayed when remote control
is disabled.
You can remotely control your oven using
the application provided on the enclosed
USB stick.
Note. If ECO mode is enabled, you will not be
able to wake the oven remotely. To wake the
oven remotely, ECO mode must be disabled.
Oven Control Panel has a higher priority than
the remote control. If you turn on the oven using the Control Panel you will only be able to
monitor oven functions and turn the appliance
off remotely. It will be the same case when
you turn on the oven remotely but then you
use the Control Panel.

OPERATION
Main Menu \ Heating Functions
Stop the carousel and touch the Heating
Functions menu item to enter the submenu.
Another way to select a menu item is to touch
OK when the carousel has stopped.
The following heating functions menu items
are available:
Overview of heating functions, possible temperature and default settings.

Pictogram

Heating function description

Default setting
[°C]

Level
from the
bottom

conventional

180

3

cake

170

3

grill

280

4

turbo grill

200

2

super grill

280

4

fan with ring heating element

170

3

pizza

220

2

browning

180

-

roasting

200

-

--

3

defrosting
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OPERATION
Main Menu \ Heating Functions \ Fan
cooking
(Operation of any function using the example of fan cooking)

Touch
at any time to end programme and
exit to an upper menu level showing the available heating functions.

Stop the carousel and touch the fan cooking
menu item to enter the submenu. Another
way to select a menu item is to touch OK
when the carousel has stopped. Appliance
display will show the following information.

Touch START to start the programme. If you
do not set Duration or Duration and Start Time
within 10 seconds of starting a programme,
the temperature and time indications are
swapped and temperature is displayed in the
middle of the screen. Appliance display will
show the following information.

During a programme the fan heater operates
periodically (thermostat) thus ensuring stability of the oven chamber temperature.
Touch STOP to end programme. The STOP
soft key will be replaced with the START soft
key. If you do not resume the programme
within 60 seconds, the appliance will display
the current time.
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OPERATION
Using the meat probe

acoustic signal. If you do not start the
programme again within 60 seconds, the
appliance will display the current time.
Opening the door during a programme disconnects the heating elements and convection fan motor (if used).

Plug in the meat probe into the socket and
select a desired heating function.
Default meat probe temperature of 80°C is
shown in temperature box on the display.
Touch START to start the programme. Cooling fan, light and grill heating element will
be on.
Touch temperature or core temperature areas indicated by red boxes on the display to
modify oven chamber temperature or core
temperature. The appliance will show the
temperature setting screen. If you do not set
or accept a new temperature setting within
10 seconds, the selected heating function
screen with all the settings will be displayed.
Touch
to exit the Temperature setting
screen at any time.

When not in use, disconnect the meat
probe from its socket and remove from oven
chamber.
Important!
Only use the meat probe recommended for this oven.

Recommended probe temperature settings

Touch +/- soft keys or use the slider bar to
VHWWKHUHTXLUHG7HPSHUDWXUH7RXFK2.WR
FRQ¿UPWKH7HPSHUDWXUHVHWWLQJ7KH7HPperature setting screen will close. The upper
level screen will be shown. The temperature
bars show current temperatures:
oven chamber and core temperature.
Touch STOP to end programme. The STOP
soft key will be replaced with the START soft
key. If you do not resume the programme
within 60 seconds, the appliance will display
the current time.
at any time to end programme and
Touch
exit to an upper menu level showing the available heating functions.
Once the core temperature reaches the set
temperature, an acoustic signal is sounded
DQG WKH GLVSOD\ EDFNOLJKW LV ÀDVKLQJ 7KH
display shows the set oven chamber temperature and core temperature and the
V\PERO LV ÀDVKLQJ 7KH PD[LPXP GXUDWLRQ
of an acoustic signal is 5 minutes.
Touch OK to acknowledge and mute the
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Type of meat

Temperature
[°C]

Pork

85 - 90

Beef

80 - 85

Veal

75 - 80

Lamb

80 - 85

Venison

80 - 85

OPERATION
Main Menu \ Preset Programmes
Stop the carousel and touch the Preset Programmes menu item to enter the submenu.
Another way to select a menu item is to touch
OK when the carousel has stopped.
The following Preset Programmes are available: meat, poultry, pizza, frozen products,
pastry, steam cooking, low temperature baking, extra programmes.

Pre-set programme

Dish

Preset settings
Heating
function

meat

poultry

pizza

Temperature
[0C]

Level from the
bottom

pork

180

2

beef

180

2

veal

170

2

lamb

180

2

chicken

190

2

duck

180

2

goose

170

2

turkey

170

2

thin base

220

2

thick base

200

2

frozen

200

3

¿VK

220

2

Lasagne

200

2

chips

200

3

frozen products
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OPERATION
pastries

low temperature
baking

additional programmes

crumble cake

175

2

fruitcake

175

2

cheesecake

160

2

Swiss roll

200

2

sponge cake

160

2

PXI¿QV

160

3

cookies

150

3

bread

180

2

UDUH¿OOHWRIEHHI

70

2

PHGLXPUDUH¿OOHWRIEHHI

75

2

beef roulade

80

2

pork neck

90

2

roast pork

90

2

roast beef

80

2

rare roast beef

70

2

turkey breast

90

2

pork loin

80

2

veal

80

2

dough proving

30

2

drying

50

2, 3, 4

keep food warm

60

1

heating plates

200

2

pasteurization

130

1
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OPERATION
Example: using a preset program with no
oven preheating

If you do not take any action within 60 seconds, the appliance will display the current
time. Touch the BACK icon
to exit from
the Chicken menu to the Poultry menu, the
Main Menu and then display the current time.

Stop the carousel and touch the Poultry menu
item to enter the submenu containing the
relevant items: chicken, duck, goose, turkey.
Touch the Chicken menu item to view the
settings screen.

Touch START to start the programme. Cooling fan, light and fan, grill and spit motor will
be on. Instead of weight, the remaining time to
bake the chicken and an animated progress
bar are shown on the screen.

The default weight is displayed on the screen.
Start the program if the default weight is
correct.
Touch the weight setting area on the screen
to modify the weight before starting a programme. The weight setting screen will be
shown.

to exit the Weight
Touch the BACK icon
setting screen.
Touch +/- soft keys or use the slider bar to set
WKHUHTXLUHG:HLJKWZLWKNJVWHSV7RXFK
2.WRFRQ¿UPWKHGHVLUHG:HLJKWVHWWLQJ7KH
Weight setting screen will close. The upper
level screen will be shown.
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You can modify temperature settings for
chamber oven or end time at any time,
however, making any changes will modify
the preset programme. Modifying temperature or time changes the chicken cooking
programme into turbo grill programme and
chicken symbol in the upper left corner of the
display changes to turbo grill symbol.
Touch STOP to stop the programme at any
time. If you do not take any action within 60
seconds of touching the STOP, the appliance
will display the current time.
Once the duration proportional to the weight
of chicken elapses ("List of preset programmes") an acoustic signal will be heard.
The acoustic signal is repeated for about 5
minutes. The display shows the temperature
set for the oven chamber and END TIME,
GLVSOD\EDFNOLJKWLVÀDVKLQJ
Touch OK or anywhere on the screen to acknowledge and mute the acoustic signal. After
this, the appliance switches to standby mode.

OPERATION
Menu / User Programmes

The display shows the set oven temperature,
symbol and display backEND TIME and
OLJKWLVÀDVKLQJ

Stop the carousel on the User Programmes
menu item and touch it to view a submenu of
20 user programmes that can be customized
to your needs.
Another way to select the User Programmes
menu item is to touch OK when the carousel
has stopped.

Touch OK to acknowledge and mute the
acoustic signal. After this, the appliance
switches to standby mode.
You can modify the temperature or time during the programme. If you change the default
time or temperature, the name "Programme
1" (or user-customised name) will change to
the heating function name associated with
a given programme. The Chef's Hat symbol
changes to the programmed heating function
symbol.

Operating user programmes
Stop the carousel on one of the 20 User Programmes and touch the selected programme
to bring up the screen with default settings
for all programmes. (Programmes 1 - 20 and
editing screen): conventional cooking, temperature of 180°C, Duration 00:30 minutes.

If you do not start the programme or modify
the Duration or temperature within 60 seconds, the appliance will display the current
to exit the curtime. Touch the BACK icon
rent screen. When you start the programme
the START icon is replaced with the STOP
icon.
Touch START to start the programme. Cooling fan, light and top and bottom heating
elements will be on. In the duration box of the
preset programme, DURATION changes to
(1'7,0(DQGFRQVHTXHQWO\'XUDWLRQRI
is replaced with End Time and the remaining
time is shown on the progress bar.
Once the Duration has elapsed, an acoustic
signal is sounded. The acoustic signal is
repeated for about 5 minutes.
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OPERATION
Editing user programme settings
When in the User Programmes submenu,
stop the carousel on the "EDIT" menu item
LWHP²¿UVWLWHPWRWKHOHIWRI3URJUDPPH
1) and touch it to enter a submenu of 20 editable programmes. This will be indicated by
the "edit mode" title at the top of the screen.

Item being edited is highlighted. Touch
heating function symbol to display carousel
of available heating functions. Touch the
GHVLUHGKHDWLQJIXQFWLRQV\PERODQGFRQ¿UP
your choice. You will return to "edit mode".
On-screen keyboard is displayed to enter
the programme name. Enter the new name
DQGWRXFK2.WRFRQ¿UP7RXFK to exit the
name editing screen at any time.
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"Edit mode" screen is shown once the new
QDPHLVHQWHUHGDQGFRQ¿UPHG
Temperature box is highlighted. Touch the
temperature box to view the temperature
setting screen. Set the desired temperature
DQGWRXFK2.WRFRQ¿UP
Duration box is highlighted. Touch Duration
box to view the Duration setting screen. Set
WKHGHVLUHG'XUDWLRQDQGWRXFK2.WRFRQ¿UP
The Oven level box is highlighted.
Touch Oven level box [5] to view the Oven
level setting screen. Touch +/- soft keys to set
the desired Oven level. Set the desired Oven
OHYHODQGWRXFK2.WRFRQ¿UP
The upper level screen is displayed, the progress bar is ready and the message "editing
complete" is displayed for 2 seconds.
When the message "editing complete" is displayed for 2 seconds, the User Programmes
carousel is shown.

OPERATION
Cookbook — QR code.

Main menu / Cookbook

When you view a recipe, the cookbook widget
icon changes to a QR code. Touch the QR
code symbol to maximise the QR on the
screen. Scan the QR code to view the list of
ingredients on your mobile device. Touch the
QR code icon again to view the recipe again.

Stop the carousel and touch the Cookbook
menu item to view a submenu with the following items: Pastries, Meat, Poultry, Italian
Dishes, Cakes, Fish, Vegetarian Dishes,
Regional Dishes, Update Cookbook.
Another way to select the Cookbook menu
item is to touch OK when the carousel has
stopped.

If you do not take any action within 60 seconds, the appliance will display the current
to exit the
time. Touch the BACK icon
Cookbook screen.
Example: Touch Italian Dishes, then Pizza to
view a list of available recipes.

Main Menu / Cookbook / Update Cookbook
Stop the carousel and touch the Update
Cookbook menu item to enter the submenu.
Another way to select a menu item is to
touch OK.

Select the desired recipe from the list and
touch it to view the recipe. Touch the "up"
or "down" arrow to scroll through the list of
recipes.

,I\RXGRQRWSOXJLQD86%ÀDVKGULYHLQWR
the oven USB socket within 2 minutes, the
appliance will display the current time. Touch
to exit the Firmware Upthe BACK icon
date screen.
Proceed the same as for the Firmware Update.
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OPERATION
Main Menu / Cleaning

acoustic signal. After this, the appliance
switches to standby mode.

Stop the carousel and touch the Cleaning
menu item to enter the submenu. Another
way to select the menu item is to touch OK
when the carousel has stopped.

The Cleaning Settings are as follows: the
heating function — bottom heater, temperature 90°C.
If you do not start the programme again by
touching START within 60 seconds, the appliance will display the current time. Touch
to exit the current screen.
the BACK icon

Pour about 500 ml of water onto the bottom
of the oven chamber, close the door and
touch START to start the programme. When
you start the programme the START icon is
replaced with the STOP icon.
Once the Duration has elapsed, an acoustic
signal is sounded. The acoustic signal is
repeated for about 5 minutes.
The display shows the set oven temperature,
symbol and display backEND TIME and
OLJKWLVÀDVKLQJ
Touch OK to acknowledge and mute the
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OPERATION
Main Menu / Cleaning (pyrolytic cleaning)*.
Stop the carousel and touch the Cleaning
menu item to enter the Pyrolysis submenu.
Another way to select the Cleaning menu
item is to touch OK when the carousel has
stopped.
The Pyrolytic Cleaning settings are as follows: the heating function — fan heater,
temperature 480°C.
Important!
Before starting the pyrolytic cleaning, please
see “Cleaning and Maintenance.” Oven
pyrolytic self-cleaning.
The oven heats up to a temperature of about
480°C. Grilling or baking residue is burnt into
an easy to remove ash that can be wiped off
with a damp cloth.
Touch the Pyrolysis menu item to view the
pyrolysis programme information screen
(remove shelf supports, telescopic runners
and inserts from the oven chamber). Once
the accessories are removed, touch START.
The pyrolysis time will be displayed: 1h, 1,5h
or 2h. When you make your choice, the next
screen will indicate the set temperature of
480°C and the selected time.
Touch START to start the programme. The
DURATION changes to END TIME and
consequently the Duration of 60, 90 or 120
minutes is replaced with End Time and the
remaining time is shown on the progress bar.
The oven cools down once pyrolysis is
complete. The (- -) symbol and the “cooling”
message are shown on the screen and the
remaining cooling time on the progress
bar. The door lock is released when oven
temperature drops below 150°C. When
both the cooling time and the unlock time
have elapsed, the door lock symbol
disappears, an acoustic signal is sounded and
WKHEDFNOLJKWÀDVKHV7KHDFRXVWLFVLJQDOLV
repeated for about 5 minutes.
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* In TiPr control panel model

OPERATION
Main Menu / Slideshow / Select Photo
Album

Main menu / Slide show
Stop the carousel and touch the Slideshow
menu item to view a submenu with the following items: Select Photo Album, Transitions,
Slide Show Speed, Start Slide Show, Update
photos.
Touch the chosen menu item to select it and it
ZLOOEHKLJKOLJKWHGLQUHG7RXFK2.WRFRQ¿UP
your selection.

Stop the carousel and touch the Select Photo
Album menu item to view a submenu with the
following items: Album 1... Album 5. Touch
one of the photo albums and the selected
photo album thumbnails will be shown.

6ZLSH\RXU¿QJHUDFURVVWKHVFUHHQWRVFUROO
through each page (1-17) of thumbnails.
Touch on hold a thumbnail for 1 second to
view the photo. The photo will be displayed
icon
on full screen. Touch the BACK
in the bottom left corner to go back to the
thumbnails screen. Touch anywhere on the
screen to go back.

If you do not take any action within 60 seconds, the appliance will display the current
to exit the
time. Touch the BACK icon
Slide Show screen.

Touch OK in the thumbnails view to select
the photo album.
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OPERATION
Main Menu / Slideshow / Slideshow order

Main Menu / Slideshow / Slideshow speed

Stop the carousel and touch the Slideshow order menu item to view the slideshow viewing
order submenu. Touch the desired slideshow
viewing order. The selected slideshow viewing order is highlighted in red. Touch OK to
FRQ¿UP\RXUVHOHFWLRQ

Stop the carousel and touch the Slideshow
speed menu item to view the slideshow
speed submenu. Another way to select the
Slideshow speed menu item is to touch OK
when the carousel has stopped.
This will bring up the setting screen, as shown
below.

If you do not take any action within 60 seconds, the appliance will display the current
to exit from
time. Touch the BACK icon
the Slideshow viewing order menu to the
Slideshow menu, the Main Menu and then
display the current time.

If you do not set or accept the Slideshow
speed within 60 seconds, the upper level
Slideshow menu screen will be displayed.
Touch the BACK icon
to exit from the
Slideshow speed menu to the Slideshow
menu, the Main Menu and then display the
current time.
Touch +/- soft keys or use the slider bar to
VHWWKHUHTXLUHG6OLGHVKRZVSHHG7RXFK2.
WRFRQ¿UPWKHGHVLUHG6OLGHVKRZVSHHGVHWting. The Slideshow speed setting screen will
close. The upper level screen will be shown.
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OPERATION
Main Menu / Slideshow / Run Slideshow

Main menu / Slideshow / Update Photos

Stop the carousel and touch the Run Slideshow menu item to view the submenu. Touch
the selected item. The selected slideshow
viewing order is highlighted in red. Touch OK
WRFRQ¿UP\RXUVHOHFWLRQ

Stop the carousel and touch the Update Photos menu item to enter the submenu.
Another way to select the Update Photos
menu item is to touch OK when the carousel
has stopped.

If you do not take any action within 60 seconds, the appliance will display the current
to exit from
time. Touch the BACK icon
the Run Slideshow menu to the Slideshow
menu, the Main Menu and then display the
current time.

,I\RXGRQRWSOXJLQD86%ÀDVKGULYHLQWR
the oven USB socket within 2 minutes and
touch OK, the appliance will display the curto exit the
rent time. Touch the BACK icon
current screen.
Proceed the same as for the Firmware Update.
Information
Touch WRYLHZWKHDSSOLDQFHVSHFL¿FDWLRQV
to exit the current
Touch the BACK icon
screen.
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OPERATION
Cooling fan operation

ECO feature

Cooling fan is started whenever oven chamber temperature exceeds 50°C regardless of
any heating function operating or not.

Eco function allows the use of residual heat
in the oven chamber to heat food.
Eco function is available for the following
heating functions:

2QFHFRRNLQJLV¿QLVKHGWKHGLVSOD\VKRZV
current time and oven chamber temperature
bar.

The Eco function involves disconnecting the
heater 5 minutes before Duration elapses.
ECO feature can be used when a Duration of
a minimum of 10 minutes is set.

Lighting
According to an option selected in Menu /
Setup / Lighting, light is switched on when
any heating function is in operation.
Regardless of the option selected in Menu
/ Setup / Lighting, light illuminates continuously for 10 minutes when oven chamber
door is opened and turns off when the door
is closed.
Opening the door during a programme disconnects the heating elements and convection fan motor (if used). Normal operation is
resumed after that door is closed.

46

OPERATION
Special functions

Automatic power cut-off

Child Lock

If the oven operates any heating function for
a long (excessive) period of time, heating
elements are disconnected.
Example: If oven cavity temperature is 200°C
heater are turned off after about 3 hours. At a
temperature of 100°C after about 10 hours.
This prevent overheating.

How to activate?
for 3 seconds to activate
Touch and hold
the Child Lock. Activation of Child Lock is
indicated on the display by
symbol and
a short beep.
When the Child Lock is enabled it is not possible to make any changes to the cooking
programmes. Only the Child Lock and On/
Off touch sensors are active. When Child
touch sensor to termiLock is active use
nate a programme and show current time. If
you touch the screen when the Child Lock is
active, one long beep will be heard and the
following message will be displayed: "Touch
and hold for 3 seconds to unlock."

If all the heating elements are disconnected,
WKLVLVLQGLFDWHGE\DÀDVKLQJGLVSOD\EDFNOLJKW
and the

symbol.

Touch and hold for 2 seconds to deactivate
the automatic power cut-off. After this, the
appliance shows current time.

How to deactivate?
Touch and hold for 3 seconds to deactivate
will disappear
the Child Lock. The symbol
and a short beep will be heard.
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BAKING IN THE OVEN – PRACTICAL HINTS
Baking
z we recommend using the baking trays which were provided with your cooker;

z it is also possible to bake in cake tins and trays bought elsewhere which should be
put on the drying rack; for baking it is better to use black trays which conduct heat
better and shorten the baking time;

z shapes and trays with bright or shiny surfaces are not recommended when using the
conventional heating method (top and bottom heaters), use of such tins can result in
undercooking the base of cakes;

z when using the ultra-fan function it is not necessary to initially heat up the oven
chamber, for other types of heating you should warm up the oven chamber before
the cake is inserted;

z before the cake is taken out of the oven, check if it is ready using a wooden stick (if
the cake is ready the stick should come out dry and clean after being inserted into
the cake);

z after switching off the oven it is advisable to leave the cake inside for about 5 min.;

z temperatures for baking with the ultra-fan function are usually around 20 – 30 degrees
lower than in normal baking (using top and bottom heaters);

z the baking parameters given in Table are approximate and can be corrected based
on your own experience and cooking preferences;

z LILQIRUPDWLRQJLYHQLQUHFLSHERRNVLVVLJQL¿FDQWO\GLIIHUHQWIURPWKHYDOXHVLQFOXGHG
in this instruction manual, please apply the instructions from the manual.

Roasting meat

z cook meat weighing over 1 kg in the oven, but smaller pieces should be cooked on
the gas burners.

z use heatproof ovenware for roasting, with handles that are also resistant to high
temperatures;

z when roasting on the drying rack or the grate we recommend that you place a baking
tray with a small amount of water on the lowest level of the oven;

z it is advisable to turn the meat over at least once during the roasting time and during
URDVWLQJ\RXVKRXOGDOVREDVWHWKHPHDWZLWKLWVMXLFHVRUZLWKKRWVDOW\ZDWHU±GR
not pour cold water over the meat.

48

CLEANING AND MAINTENANCE
Proper routine maintenance and cleaning of
WKHRYHQFDQVLJQL¿FDQWO\H[WHQGLWVWURXEOH
free operation.

Important!
Do not use any abrasive agents,
harsh detergents or abrasive objects for cleaning.

Turn off the oven before cleaning.
Do not begin cleaning until the
oven has cooled.

Only use warm water with a small
amount of dishwashing liquid to
clean the front of the appliance.
Do not use washing powders or
creams.

zClean the oven after each use. When
cleaning the oven turn on lights to improve
visibility of the interior.
zTo clean the oven chamber use only warm
water and a small amount of washing-up
OLTXLG
zCleaning
Proceed as described in the section Menu
/ Cleaning
When the steam cleaning process is
completed, wipe out the chamber with a
damp cloth or a sponge soaked in a mild
VROXWLRQRIZDVKLQJXSOLTXLG
zAfter cleaning wipe over chamber dry.
zUse a soft, moisture absorbing cloth to
clean surfaces.

zOvens marked with the letter D are
HTXLSSHGZLWKHDVLO\UHPRYDEOHZLUHVKHOI
supports. To remove them for washing,
pull the catch on the front (Z1), then swing
the support and remove from the rear
catch (Z2). After cleaning the shelf supports, place them in the mounting holes
of the oven and press in the catches (Z1
and Z2).

Z2

Z1

'LVPDQWOLQJVKHOIVXSSRUWV
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CLEANING AND MAINTENANCE
zOvens have stainless steel sliding telescopic runners attached to the wire shelf
supports The telescopic runners should
be removed and cleaned together with
the wire shelf supports. Before you put
the baking tray on them, they should be
pulled out (if the oven is hot, pull out the
telescopic runners by hooking the rear
edge of the baking tray at the front of the
telescopic runners) and then slide along
with the tray.

Important!
Do not wash telescopic runners in a
dishwasher.

Removing telescopic runners

Installing telescopic runners
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CLEANING AND MAINTENANCE
Pyrolytic cleaning*

Important!
During pyrolytic cleaning, the oven
chamber can reach a very high temSHUDWXUH &RQVHTXHQWO\ WKH RXWHU
oven surfaces can heat up more than
usual, so keep children away at all
times.
Some fumes can be emitted during the cleaning, so make sure the
kitchen is well ventilated.

Oven pyrolytic self-cleaning. The oven heats
up to a temperature of about 480°C. Grilling
or baking residue is burnt into an easy to remove ash that can be wiped off with a damp
cloth.
Before pyrolytic cleaning.
Important!
Remove all accessories from the
oven (baking trays, drying grates,
side racks, telescopic runners). Accessories left inside the oven will
be irreversibly damaged during the
pyrolytic cleaning.

The pyrolytic cleaning process:
z Close the oven door.
z

z Remove stubborn stains from the oven
chamber.

z Clean the outside of the oven with a damp
cloth.

Follow the instructions in the Pyrolytic
FOHDQLQJ section.

Important!

z Follow the instructions.

If the oven temperature is high (higher than
in normal use) the door will not be unlocked.
Once the oven cools down, you can open the
door and remove the ash with a soft, damp
cloth. Replace the wire shelf supports and
other accessories. Your oven is ready for use.

During the cleaning process.
z Do not leave the cloth near the hot oven.
z Do not use the hob.

z Do not turn on the oven lighting.

z 7KH RYHQ GRRU LV HTXLSSHG ZLWK D ORFN
which prevents it from being opened during the cleaning process. Do not open the
door so as not to interrupt the cleaning
process.

*optional
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CLEANING AND MAINTENANCE
Replacing the halogen bulb in the oven

Note: Do NOT touch the halogen bulb diUHFWO\ZLWK\RXU¿QJHUV

Before replacing the halogen bulb, make
sure the appliance is disconnected from
the electric mains to avoid a possible
electric shock.

2YHQOLJKWLQJ

1. Unplug the appliance
2. Remove shelves and trays from the oven.
3. If the oven has telescopic runners, remove them also.
 8VH D ÀDW VFUHZGULYHU WR SU\ WKH ODPS
cover loose, remove it, wash and carefully
wipe it dry.
5. Pull the halogen bulb out by sliding it
down using a cloth or paper. If necessary,
replace the halogen bulb with a new one.
- voltage 230V
- power 25W
6. Replace the halogen bulb in its socket.
7. Replace the lamp cover
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CLEANING AND MAINTENANCE
Door removal
In order to obtain easier access to the oven
chamber for cleaning, it is possible to remove
the door. To do this, tilt the safety catch part
RIWKHKLQJHXSZDUGV ¿J$ &ORVHWKHGRRU
lightly, lift and pull it out towards you. In order
WR¿WWKHGRRUEDFNRQWRWKHFRRNHUGRWKH
LQYHUVH:KHQ¿WWLQJHQVXUHWKDWWKHQRWFKRI
the hinge is correctly placed on the protrusion
RIWKHKLQJHKROGHU$IWHUWKHGRRULV¿WWHGWR
the oven, the safety catch should be carefully
lowered down again. If the safety catch is not
set it may cause damage to the hinge when
closing the door.

Removing the inner panel*
 8VLQJDÀDWVFUHZGULYHUXQKRRNWKHXSper door slat, prying it gently on the sides
¿J% 
 3XOOWKHXSSHUGRRUVODWORRVH ¿J%&

B

A

7LOWLQJWKHKLQJHVDIHW\FDWFKHV

C

*optional
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CLEANING AND MAINTENANCE
3. Pull the inner glass panel from its seat
(in the lower section of the door). RePRYHWKHLQQHUSDQHO ¿J' 
4. Clean the panel with warm water with
some cleaning agent added.
Carry out the same in reverse order to
reassemble the inner glass panel. Its
smooth surface shall be pointed upwards.
Important! Do not force the upper
strip in on both sides of the door at
the same time. ,Q RUGHU WR FRUUHFWO\ ¿W
WKH WRS GRRU VWULS ¿UVW SXW WKH OHIW HQG
of the strip on the door and then press
the right end in until you hear a “click”.
Then press the left end in until you hear
a “click”.

Removing the inner panel*
1. Using a cross-head screwdriver undo
WKHVFUHZVLQWKHXSSHUGRRUVODW ¿J% 
 8VLQJDÀDWVFUHZGULYHUUHPRYHWKHXSper door slat, prying it gently on the sides
¿J%& 

B

D

3
2
1

3

3

2

2

1

1

C

5HPRYDORIWKHLQWHUQDOJODVVSDQHO

*optional
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CLEANING AND MAINTENANCE
3. Pull the inner glass panel from its seat
(in the lower section of the door).
Important! Risk of damage to glass
panel mounting. Do not lift the glass
panel up but pull it out.
 5HPRYHWKHLQQHUSDQHO ¿J' 
4. Clean the panel with warm water with
some cleaning agent added.
Carry out the same in reverse order to
reassemble the inner glass panel. Its
smooth surface shall be pointed upwards.

Regular inspections
Besides keeping the oven clean, you should:
Ɣ FDUU\RXWSHULRGLFLQVSHFWLRQVRIWKHFRQtrol elements and cooking units of the
cooker. After the guarantee has expired
you should have a technical inspection of
the cooker carried out at a service centre
at least once every two years,
Ɣ ¿[DQ\RSHUDWLRQDOIDXOWV
Ɣ FDUU\ RXW SHULRGLFDO PDLQWHQDQFH RI WKH
cooking units of the oven.

D
Caution!
All repairs and regulatory activities
should be carried out by the appropriate service centre or by an
DSSURSULDWHO\DXWKRULVHG¿WWHU

4
3
2
1

4
3
2
1

5HPRYDORIWKHLQWHUQDOJODVVSDQHO
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TROUBLESHOOTING
In the event of any fault:
zturn off the appliance,
zdisconnect the power supply,
zbased on the instructions given in the table below, some minor issues can be corrected
by the user. Please check the consecutive points in the table before you refer the repair
to customer service.

Problem

Reason

Remedy

1. The appliance does not no power
work

check the fuse, replace if
blown

2. Oven lighting does not loose or damaged bulb
work.

Replace the blown bulb (see
&OHDQLQJ DQG 0DLQWHQDQFH
section)

3. E0 error message on the Temperature sensor failure
screen

See the Operating Instructions chapter: Main Menu \
6HWWLQJV?6HUYLFH

4. E1 error message on the meat probe failure
screen

See the Operating Instructions chapter: Main Menu \
6HWWLQJV?6HUYLFH

5. Touchscreen activates

Induction hob above the oven Activate Child Lock, see the
is being used
Operating Instructions chapter: Special functions
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TECHNICAL DATA
Electrical supply

220-240V ~50Hz

Maximum load

3,1 kW

Oven:
bottom heater
top heater
grill
ultra-fan

1,1 kW
0,9 kW
2,0 kW
2,0 kW

Cooker dimensions H/W/D

59,5 / 59,5 / 57,5 cm

Complies with EU regulations

EN 60335-1, EN 60335-2-6 standards

&HUWL¿FDWHRIFRPSOLDQFH&(
The Manufacturer hereby declares that this product complies with the general requirements pursuant to the
following European Directives:
z The Low Voltage Directive (&,
z Electromagnetic Compatibility Directive 2004/108/EC,
z
ErP Directive 2009/125/EC,
and therefore the product has been marked with the
symbol and the 'HFODUDWLRQRI&RQIRUPLW\has been
issued to the manufacturer and is available to the competent authorities regulating the market.
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